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NOTE
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NOTE
METAL POSTS AND WOOQD
BLOCK- OUTS SHALL BE

FURNISHED WITH HOLES ' @ REV, 7-29-96:

FOR FUTURE ADJUSTMENT

J REV. 7-29-93: REDREW AND

REV. 7-29-95:

} REV. 5-27-96:

a4y
a

REV. 9-15-82: CHANGED S-GR-2 TQ
$-GR-13. CONCRETE POST DELETED.

REV. 7-1-84: CORRECTED DIMENSIONS
AND NOTES. ADDED EXTRA THRIE-
BEAM DETAIL FOR CLARIFICATION,

REV. 9-5-87: REPLACED W6 x 16 OR
W6 x 15.5 WITH W6 x 15. ELIMIN-
ATED WELDED PLATE. ELIMINATED USE
OF WOOD POST IN TRANSITION

FROM SEMI-RIGID TO RIGID RAIL.

REV. 11-4-87: CHANGED POST SIZE
FOR USE ON BRIDGES.

REORGANIZED SHEET. CORRECTED
DIMENSIONS FOR WELDED STEEL
SHAPE W6 X 8.5 AND W6 X 9.0.
ADDED DIMENSIONS FOR WELDED
STEEL SHAPE W6 X 15.0. ELIMINATED
USE OF *C" SHAPE POST. CORRECTED
DIMENSIONS FOR wOOD POST -BLOCK-
OQUT. CHANGED ALL STEEL POSTS AND
BLOCK-QUTS SIDE VIEW DIMENSIONS
TO CONCUR WITH DIMENSIONS OF

W6 X 8.5 SHAPE.

CHANGED HEIGHT OF
WOOD BLOCK-OUT FROM 15 TO 14-.
IN DETAILS CORRECTED VARIOUS
MOUNTING HEIGHTS,

CHANGED
DIMENSIONS FOR FRONT VIEW OF
WOODEN MEDIAN DIVIDER GUARDRAIL.

REV. 6-10-96: CHANGED LENGTH OF
%" BUTTON HEAD BOLT FROM 25"

18~ IN SIDE VlEVl SINGLE
GUARDRAIL DETAIL

ADDED DIMENSION
T0 SIDE VIEW FOR SINGLE

GUARDRAIL.

IN ACCORDANCE W/
DETAILS SHOWN ON
STANDARD DRAWING

$-GR-13. SIDE VIEW
ATL SINGLE GUARDRAIL

REV. 7-29-98: DELETED DETAILS
FOR MEDIAN DIVIDER GUARDRAIL
USING THRIE-RAIL. CHANGED
STEEL BLOCK-QUT TO WOOD 8LOCK
-0UT IN ALL DETAILS AND NOTES.

REV. 9-5-98: GENERAL REVISION
THROUGHOUT DRAWING. CHANGED
DRAWING NO. FROM S-GR-13 70
$-GR-12.

CIREV. 3-22-99: CHANGED NUMBER
OF WASHERS WHERE BLOCK-0UT

E VIEW

IVIDER GUARDRAIL
-BEAM/RUB RAIL ALT.)

IL SIDE VIEW

MEDIAN MEDIAN DIVIDER GUARD

(SHOWING BOLT HOLES FOR W-BEAM RAID
DETAILS FOR WOOD POSTS AND BLOCK-OUTS

§%" x 18° BUTTON HEAD BOLT

DETAILS FOR STEEL POSTS AND WOOD BLOCK-0UTS

SIDE VIEW DIMENSIONS BASED ON W6 X B.5, OTHER DETAILS APPLY TO W6 x 8.0 AND W6 x 15.0 POSTS AND BLOCK-0UTS.

HEX NUT AND WASHER ol ATTACHES TO POST FROM 2 TO 1.
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© SIDE VIEW » Ik |& Nl \ 5 \ s
SINGLE GUARDRAIL | 5 S s 3 3
LEGEND FOR WASHER REQUIREMENTS WELDED STEEL SHAPE WELDED STEEL SHAPE WELDED STEEL SHAPE WELDED STEEL SHAPE WELDED STEEL SHAPE

1 OR 2 ROUND WASHERS — olo2 GENERAL NOTES

(9) METAL POSTS AND ALL BLOCK-OUTS SHALL BE FURNISHED WITH HOLES FOR FUTURE RAIL
ADJUSTMENT IN ACCORDANCE WITH DETAILS SHOWN ON STANDARD -DRAWINGS S-GR-13 AND
S-GR-13A.

@ W6 x 9.0 OR W6 x 8.5 POST SHALL BE USED FOR INSTALLATIONS ON BRIDGES AS SHOWN ON
STANDARD DRAWING S-GR-22.

WELDED STEEL POSTS MAY BE USED AS ALTERNATES TO THE HOT ROLLED STEEL SHAPE.

WOOD SPECIFICATIONS

1 | oz

RADE OF 1200 P, S. I.
OCK-QUTS WILL HAVE

HAVE OPTIONAL CHOICE OF EITHER THE_
@R, WELDED STEEL SHAPE, OR THE W@OD POSTS WITH THEIR
' FOLLOWING STIPULATIONS:

3 MINOR REVISION -- FHWA
APPROVAL NOT REQUIRED.

POSTS AND BLOCKTOW

S SHALL BE OF TIMBER WITH A STRES
OR MORE, POSTS WILL HA :

NOMINAL SIZE OF 6" X 8~

€1) THE MIXING OF ANY P
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p NOMINAL SIZE OF G- X 8- X SIZE 5.5° X357 . TESTING SHALL BE JECT WILL BE AVOIDED IF~RQ3sT THEY MUST CONFORM TO ASTM A-T69 AND BE GALVANIZED ACCORDING TO ASTM A-123. raTs or TamEesE
S IN ACCORDANCE WITH WEST COAST BER INSBECTION BUREAU, SOUTHERN PINE
S INSPECTION BUREAU, OR OTHER APPROP f TIMBER ASSOCIATIONS. TIMBER FOR 2 i“g‘fb‘;,,‘ ,IR%SES“T‘E P DEPARTUENT OF TRANSPORTATION
S TP~NOMINAL DIMENSIONS INDICATED. RUN OF GUARDR
“MYRICAL DIMENSIONS INDICATED. TERMINALS)
@ ON Eél?T[lélG smuS ES NETTSEVIQG A \S/ERncgvst?gERgggl;Eg GN THHMEN:'“ gmm PV\l-l.?;EAMTBAuRRIER
R TWO RAIL USE x 15. =M - :
BSECTION 911.02¢A) OF THE TENNESSEE STANDARQ_SPECIFICATION T0 RIGID BARRIER TRANSITION DETA!LS. SEE STANDARD DRAWINGS S-GR-16 B OST DETAILS AND

l
s GR-20.~" THE BOLT HOLES WILL BE ORIENTED TO THE CENTER LINE OF THE FLANGE, SPECIFICATIONS
Hfa STEEL POST AND WILL BE THE SAME SIZE AND DIMENSION AS THOSE SHOWN ON]

FANDARD, DRAWING S-CR-13-
— & . [sTeRr-12
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